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Abstract—Under Display Cameras (UDC) are the next-generation technology developed for mobile devices where the camera is
embedded under the display so that the screen covers the entire surface. However, placing the camera inside the screen introduces
degradation such as noise, flare, haze and low light. In this work, we solve this ill-posed inverse problem and restore the UDC image
through approaches of cross-model knowledge distillation and denoising diffusion probabilistic models. Distillation allows us to develop
an efficient solution which is deployable, meanwhile, the use of diffusion models previously unexplored on UDC gives some interesting

results, beating the state-of-the-art PSNR value.
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1 INTRODUCTION

ECENT advances in product technology have led to a
Rnew imaging system that places the camera in a device
(phone, tablet, etc.) beneath the screen to provide the user
with a bezel-less, full-screen experience. UDC replaces the
current top-notch or punch-hole based cameras that break
the screen’s smoothness, improving the display-to-body
ratio and enhancing eye contact, especially in video ap-
plications. However, placing the camera behind the screen
brings inevitable degradations that cannot be neglected.
Noise, flare, haze and low light are common degradation
found in UDC images. There are two types of device screens
- Transparent OLED (T-OLED) and phone Pentile OLED
(P-OLED) which produce different UDC images. T-OLED
produces a simpler degradation that has slight noise and
blur without introducing any light or haze effects. This is
because T-OLED is transparent, allowing most photons to
pass through. On the other hand, P-OLED produces intense
degradation like noise, haze, low light, etc. due to a lower
light transmission rate. Consequently, it is much harder
to restore a P-OLED output. An example of UDC image
degradation can be seen in Fig 1.

Fig. 1. Sample of a noisy image obtained through T-OLED and P-OLED
screens.

Deep Learning has been extensively used for solving
such inverse problems due to the end-to-end learning ca-
pability of such models. They do not need any explicit
information about the data distribution as long as there is
some form of supervision. From convolution-based [1], [2]
to transformer models [3], [4], there has been a plethora of
research to solve such inverse problems. Specifically, UDC
image restoration requires the joint modelling of methods
resolving different optical effects caused by the displays and
camera lens. Despite being a developing problem, various

methods have been proposed to recover UDC Images owing
to the work of [5].

However, two areas have still not received much
attention for UDC restoration. Firstly, little thought has been
given to developing efficient models that can be deployed
successfully. Since we eventually need the solution to work
on mobile devices, it makes sense to make a lightweight
model. Secondly, the class of diffusion models [6] that
are based on learning the noisy distribution of data and
removing it at subsequent steps has not been explored at
all. Thus, in our work, we experiment with two approaches
- a) We perform cross-model knowledge distillation to get a
lightweight, efficient solution that offers high performance
at lesser computational cost, and b) We experiment with
a pre-trained diffusion U-Net model to study the efficacy
of denoising diffusion probabilistic methods. An 8-layer
Denoising CNN (DnCNN) [2] estimates noise variance for
inputs, serving as priors to the model. To our knowledge,
we are the first to experiment with knowledge distillation
and diffusion-based models for restoring UDC images.

Thus, our contributions can be summarized as -

o Considering efficiency and deployment, we imple-
ment a cross-model knowledge distillation between
a simple convolution-based U-Net student and a
bulky, pre-trained Transformer teacher.

e We evaluate the capability of denoising diffusion
probabilistic models (DDPM) on UDC image restora-
tion by fine-tuning a pre-trained diffusion U-Net
model in conjunction with an auxiliary DnCNN for
noise variance estimation.

2 RELATED WORK

Zhou et al. [5] first introduced the problem of UDC image
restoration by providing an analysis of the optical systems
underlying 4k Transparent OLED (T-OLED) and phone
Pentile OLED (P-OLED) imaging setups. The authors first
compared the two degradation types through their display
pattern, corresponding point spread function (PSF) and light



transmission rate. Their findings demonstrated the stripe-
like pattern of T-OLED displays leading to a horizontal
spread of light in the PSF while P-OLED displays exhibited
a pentile layout similar to the structure of an RGBG matrix,
resulting in an even distribution of light. Moreover, they
noted that a lower transmission rate in P-OLED displays
was attributed to higher scattering of photons due to finer
pixel layout and higher photon absorption in the poly-
amid substrate used for the screen. The authors also pre-
sented a Monitor-Camera Imaging System (MCIS) which
was composed of a point-grey camera focused on a 4K LCD
display that was projecting a given image. In front of the
camera lens was either a T-OLED, P-OLED, or glass (no
display) panel. This enabled the authors to capture paired
data of high-quality and degraded images while measuring
intensity scaling factor, read noise, shot noise, and other
imaging parameters. The parameters were subsequently
used for generating synthetic degraded data. Finally, they
presented baseline performance metrics with a Wiener Filter
restoration pipeline and deep learning-based pipelines with
a U-Net model achieving the highest PSNR of 36.71 and
30.45 for T-OLED and P-OLED respectively.

In 2020, Zhou et al [7] held a competition at the European
Conference on Computer Vision (ECCV) for UDC image
restoration. The competition employed the same MCIS sys-
tem from [5] to share a dataset of 300 paired images from
the DIV2K dataset with the participants. The Baidu Research
Vision team performed the best for T-OLED restoration by
utilizing a dense residual network for image denoising and
demosaicking. The team added a shade-correction module
which learns coefficients for patterns specific to the T-OLED
screen to correct shade in addition to normal restoration.
By training the model on a patch size of 128x128, the
team scored a 38.23 PSNR and an SSIM of 0.9803 for T-
OLED. Moreover, the CET_CVLab achieved the best perfor-
mance for P-OLED restoration through a Pyramidal Dilated
Convolutional RestoreNet (PDCRN). Their model followed
an encoder-decoder architecture, with the downsampling
in the encoder occurring via a discrete wavelet transform
(DWT) and an inverse discrete wavelet transform (IDWT)
upsampling the data in the decoder. Dilated convolutional
pyramids that stack dilated convolution layers with de-
creasing dilation rates are also interspersed throughout
the model, to help minimize information loss. The team
achieved a PSNR of 32.99 and an SSIM of 0.9578 for P-OLED.

Another competition was held in ECCV 2022 featuring
a UDC restoration track [8]. The dataset used was inspired
by work done in [9] that stemmed from the original MCIS
work but instead reformulated the problem to also account
for diffraction flare in saturated regions of the high-dynamic
range (HDR) image. The top result was achieved by the
USTC_WXYZ team which employed a multi-input multi-
output deep convolutional neural network with various
dense residual blocks, attention modules, and cross-fating
fusion modules for multi-scale feature fusion. The model
resulted in the highest competition PSNR of 48.48 with an
SSIM of 0.9934.

In terms of methods with efficient deployment, Conde et
al [10] achieved competitive results for UDC image restora-
tion using only deep learning methods while having 4x
less compute operations. The authors first develop DRM-
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UDCNet, a CNN with an encoder and decoder architec-
ture, where each segment contains several Dense Residual
Modules (DRM). Additionally, a parallel attention branch
performs channel and spatial attention on the input image
separately before combining the extracted features with the
base branch. The authors then optimize the architecture
into a more efficient model, termed the LUDCNet, which
contains fewer DRM blocks, no batch normalization, and
processes images at half-resolution while upsampling them
at the end. The authors mainly train and evaluate on
the SYNTH dataset used in [8]. The larger DRM-UDCNet
achieves a 40.21 PSNR and 0.98 SSIM on the dataset with
2.9 million parameters, while the LUDCNet achieves a 0.93
SSIM with around 300K parameters.

3 PROPOSED METHOD
3.1 U-Net with Knowledge Distillation

In this approach, we attempt to develop a lightweight model
that performs well given the limited training data using
the technique of Knowledge Distillation (KD). KD is an
approach to transfer the representation capacity of a larger
model (teacher) to a smaller model (student) that can be
practically deployed under real-world constraints, without
significant loss in performance. [11] showed the efficacy of
such a technique. In our case, we specifically perform cross-
model knowledge distillation, where we distil feature-level
knowledge from a transformer model to our simpler U-Net
model. We first train a transformer model - Restormer [4] on
our training pair of data, achieving very good results. How-
ever, it is not practical to deploy this model and inference
in real-time on mobile devices, so we take another simpler
architecture U-Net [12] and train it on the available data. The
choice for U-Net was made based on its encoding-decoding
property and useful skip connections.

Since the training data is limited (only 240 images) and
the learning capacity of the U-Net base is not as strong, we
direct it to learn and output better representations by using
the high-performing Restormer model. During training, we
freeze the teacher model so it is only working in evaluate
mode while the U-Net is allowed to backpropagate and
update its weights.

The challenge with feature-level distillation between dif-
ferent architectures (cross-model) is that each feature map at
a particular layer of the two models does not need to have
the same shape or learn the same features. To overcome
this, there needs to be a reduction mapping before we
can transfer the knowledge from teacher to student. We
experimented with two such reduction operators and found
the following:

1) 1x1 convolution - First we tried to combine the
feature maps by maintaining their spatial output
and compressing the information along the channel
through the use of 1x1 convolution. In particular,
we perform the following combination -

Student Layer (B, C';H;W)  TeacherLayer(B;C";H; W)

The 1x1 convolution converts the C" channels

to 1 ie. single channel and the result is then
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Fig. 2. The teacher model is Restormer [4] which is pre-trained and frozen, the lighter student model is a U-Net that does 4x downsampling and

upsampling.

simply added (or multiplied). However, it was
found that since convolution is parametric, it was
absorbing all the information that should have been
transferred to the student model layers. As a result
during inference, when the 1x1 convolutions were
removed, the student model lost all its ability to
generate results.

2) Global Average Pooling - In this, we simply squeeze
the information along the spatial output. We then
take the mean along the channel axis as well,
returning us a single scalar value compressing all
the information of the feature map, which is then
added/multiplied with the U-Net layer.

GAP®B,C";H;W) ¥ (B;C";1;1):mean(l) ¥ (B;1;1;1)

Being non-parametric, this type of pooling forced
the student model’s layers to adjust the weights
and learn accordingly, working well even during
inference when there is no extra knowledge.

The architecture of our models and training with knowl-
edge distillation can be visualised in Fig. 2.

3.2 Diffusion U-Net

A popular approach to image generation and restoration
tasks has been denoising diffusion probabilistic models
(DDPM) [6]. The diffusion approach is split up into two
stages: a forward diffusion process which gradually adds
Gaussian noise to an input image, and a reverse diffusion
process which samples a noisy image from a Gaussian
distribution and then incrementally removes noise until a
new image is uncovered [6]. Starting with an input image,
Xo, over T timesteps, the forward process gradually adds
Gaussian noise with the Gauss'Bn noise added at timestep
t < T having a mean, ¢ = 1 tXt—1, and variance,

t for T timesteps. The variances used across timesteps are
scheduled such that the final image after T timesteps is
nearly pure Gaussian noise. In the reverse diffusion process,

a neural nggwork is employed to learn the mean () and
variance () parameters of the conditional probability
distribution to recover the incrementally denoised example
at each timestep:

>
P (Xt—1jXt) = N(Xt-1; (Xt 1); (Xe; 1))

Through re-parameterization tricks, the objective function
for this reverse process can be made into a simpler L2
loss minimization between the Gaussian noise distribution
sampled during the forward process at time t, , and the
model’s approximation of the noise, (X¢; t), parameterized
by the input noisy image, Xy and timestep, t [6].

For this work, we adopt and fine-tune the standard
diffusion-based U-Net model introduced in [13]. The model
is initially pre-trained on the Flickr-Faces-HQ (FFHQ)
dataset which consists of roughly 70K PNG images. The
model itself is a modified version of a standard U-Net
architecture, with 6x downsampling and 6x upsampling
layers. Each layer is composed of a single residual CNN
block with sinusoidal time-step embeddings added to it.
At the 16x16 resolution, there is a self-attention layer used
following the layer’s residual block. There is also a larger
variant with more down-/up-sampling and attention layers
which was pre-trained on the larger ImageNet128 dataset
[14].

At each forward pass, the model requires both the input
noisy image and the timestep corresponding to the point
in time in the forward diffusion process when the input
image’s Gaussian noise was sampled. Since we aim to only
fine-tune the model, we forgo the forward diffusion process
and train the reverse diffusion process on our dataset. As a
result, the timestep is unknown during each forward pass
through the model. To address this, we create a simple
8-layer DnCNN which takes the noisy input image and
outputs a scalar estimate of the noise variance in the input.
This scalar estimate can be used through the pre-computed
variances that the diffusion U-Net model was trained with
to find the timestep of the closest known variance and thus,
input that timestep along with the noisy input image to the
diffusion U-Net. The model architecture is shown in Fig 3



